
Feature & Specification

SpecificationsFeature

Dimensions

MagicNetwork

• Supported Files
- MOVIE : MPEG 1/2 (PS), Divx 4.xx, Divx 5.xx
- MUSIC : MP3, AC3
- PHOTO : JPEG, BMP 
- OFFICE : MS-Word, Power Point, Excel Viewer,

Acrobat Viewer, HTML (Viewer only)

• Server System Requirements (OS) : 
- Windows 2000, Windows XP

Innovative Design
• Luxurious Narrow & Slim Design

High Performance
• Crystal Clear Image Quality
- Brightness 500 cd/m2

- Contrast Ratio 1000:1
• Wide Viewing Angle 170˚ / 170˚ 
• DNIe (Digital Natural Image engine)
• High Native Resolution
• Multimedia Speakers 10 W x 2 ch (option)

Magic Speed
• The fastest response time
• The fast response time of 8 ms ensure stable

viewing of DVDs and streaming video.

High Economical Efficiency
• Long Life Time 50,000 hour (MTBF)
• Low Power Consumption 330 W
• Innovative Power Saving System (DPMS)
- Minimal Power 5 W
- Zero Power Consumption in Power
- Off Mode

Various & Convenient Control 
• PIP / PBP / POP
• MDC (Multi Display Control)

Sound 
• BBE / Virtual Dolby

Transmits media files and office
files existing on a server, to clients
using the Ethernet network using
the server/client architecture. 

• 460P/460Pn: unit (mm)• 320P: unit (mm) • 400P/400Pn: unit (mm)

Panel
Viewable Area
Pixel Pitch (mm)
Brightness (typ.)
Contrast Ratio (typ.)
Viewing Angle (H/V)
Response Time (ms) (typ.)
Frequency
Horizontal Frequency (kHz)
Vertical Frequency (Hz)
Maximum Resolution
Color Supported
Signal  Input
Input Video Signal

Sync. Type
Input Connectors

Plug & Play-DDC
Power
On Mode
DPMS Mode
Energy star / NUTEK
Cabinet Color
Front Cabinet
Back
OSD-Digital Display DirectorTM

Supplied Accessories

Dimension
Set (W x H x D) mm (with stand)
Set (W x H x D) mm (w/o stand)
Packing (W x H x D) mm
Weight
Net (kg)
Gross (kg)
Optional Accessories
Speaker
Wall Mount
Stand
MTBF

40"
0.648 x 0.648

500 cd/m2

1000 : 1
170˚ / 170˚

8 * 

30-70
50-85

1366 x 768
16.7 Mil.

Analog RGB, 
BNC, DVI-D,
CVBS video

S-Video
Component Video

Separate H/V, Composite, SOG
D-Sub, DVD-D, S-Video

BNC (Video)
BNC (Component/PC)

DDC 2B

230 W
<5 Watts

N/A

Black / Dark Silver
Black

Kor/Jap/Chi/Fren/Ita/
Swe/Ger/Eng/Spa/Por

MDC Program, User Manual,
Tablefoot 2 pcs, 

RCA Adapter 4 pcs, 
Power Cable, 

Audio Cable, D-sub Cable

971 x 629.5 x 223 (option stand)
971 x 582 x 118
1108 x 700 x 280

23
27

SP-L400PB/S
WMB-4050PS
STN-L323TB
50,000 hrs

46"
0.7455 x 0.7455

500 cd/m2

800 : 1
170˚ / 170˚

8 *

30-70
50-85

1366 x 768
16.7 Mil.

Analog RGB, 
BNC, DVI-D,
CVBS Video

S-Video
Component Video

Separate H/V, Composite, SOG
D-Sub, DVD-D, S-Video

BNC (Video)
BNC (Component/PC)

DDC 2B

280 W
<5 Watts

N/A

Black / Dark Silver
Black

Kor/Jap/Chi/Fren/Ita/Swe/
Ger/Eng/Spa/Por

MDC Program, User Manual,
Tablefoot 2 pcs, 

RCA Adapter 4 pcs, 
Power Cable, 

Audio Cable, D-sub Cable

1102 x 715 x 293 (option stand)
1102 x 658 x 126.5
1248 x 824 x 304

28
33

SP-L460PB/S
WMB-4050PS
STN-L403TB
50,000 hrs

32"
0.511 x 0.511

450 cd/m2

1000 : 1
170˚ / 170˚

8 *

30-70
50-85

1366 x 768
16.7 Mil.

Analog RGB, 
BNC, DVI-D,
CVBS Video

S-Video
Component Video

Separate H/V, Composite, SOG
D-Sub, DVD-D, S-Video

BNC (Video)
BNC (Component/PC)

DDC 2B

160 W
<5 Watts

N/A

Black / Dark Silver
Black

Kor/Jap/Chi/Fren/Ita/Swe/Ger/
Eng/Spa/Por

MDC Program, User Manual,
Tablefoot 2 pcs, 

RCA Adapter 4 pcs, 
Power Cable, 

Audio Cable, D-sub Cable

780 x 529 x 223 (option stand)
780 x 482 x 107
898 x 600 x 262

17
20

SP-L320PB/S
WMTL4001

STN-L320PB
50,000 hrs

SM400P(n) SM460P(n)SM320P
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Distributed by Design and Specifications are subject to change without notice. 
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imagine visual synergy
Enter the pathway to success guided by Samsung Display

SyncMaster 320P / 400P(n) / 460P(n) Monitor



Client1 Client2 Client3

User Convenience

There are two transmission methods. The first is where the server sends files to the clients after registering to the
schedule. In the other, the client searches for the files registered in the library of the server, selects the files to be
received, and plays them after receiving them via the network. Each client, by itself, has the capability to access the
Internet.  

• Video File Format : MPEG1, MPEG2 (PS), DivX 4.x, DivX 5.x
• Audio File Format : MP3
• Photo File Format : JPEG, BMP
• Office File Format : MS-Word, Power Point, Excel, Acrobat Viewer, HTML Viewer (Viewer Only)
• etc : HTML, XML, JAVA, Flash

MagicNet transmits media files (photo, audio and movie files) and office files (Power Point, Excel, Word, HTML and PDF files: viewer only) 
existing on a server to clients on an Ethernet network using the server/client architecture.

Several clients can be connected to a server and any file can be transmitted to any client over the network.

Server System Requirements OS : Windows 2000, Windows XP 

Push Mode

Network Solution

LAN

MUSIC PHOTO MOVIE

MS-Word, Power Point, Excel,
Acrobat Viewer, HTML Viewer

Client4 Client5

HTML, XML, Flash, JAVA PC

• General Spec. (MagicNet Board)  

• OS : WinCE.NET 5.0

• Storage : 256 MByte FDM

• Memory : 128 MByte RAM

• connector : USB 2.0

Asset Management
- Power On/Off
- Monitoring

(1) Client Library
- File Management

(2) Client Monitoring
(3) Control Function

- Contents Scheduling (For 30 days)
- Schedule Management

(Cut, Move, Insert, etc)

Local Device Connectivity 
through USB 2.0
- Portable Storage Devices

(Multimedia Card, Memory Stick, 
Smart Media etc)

- Removable Hard Disk
- Digital video camera

(Only Mass Storage Class)

USB 2.0

Pull Mode

LAN

PC

Client1 Client2 Client3

Client4 Client5

LAN

PC
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Commercial Display Usage

1. Public Display / Airport

2. Public Display / Shopping Mall

3. Public Display / Airport

1

2 3
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Accessories 

320P Model

STN-L320PB SP-L320PB/S
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Mechanical Lay-out & Monitor Head

Stand & Speaker

Ceiling Mount Wall Mount / Vertical Mount

CML 500D
(For 400P / 400Pn / 460P / 460Pn)

WML4001D
(For 320P)
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Components (WMB-4050PS)

Mechanical Lay-out & Monitor Head
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400P / 400Pn Model
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-2.0˚ 15.0˚

STN-323TB

Check the installation diagram and mark the drill points on
the wall. Use the 5.0 mm bit to drill holes deeper than 35
mm.  Fix each anchor in the corresponding hole. Match
each of the brackets and hinge holes to the correspond-
ing anchor holes and insert and tighten the 11 screws A.

Remove the 4 screws on the back of the product.
Insert the screw B into the plastic hanger.

1. Fix the product to the wall bracket.

2. Hold the product at the top in the center and pull it 
forward (direction of the arrow) to adjust the angle. 
(See the figure to the right)

3. You can adjust the bracket angle between -2˚ and 15˚.

Stand & Speaker

Wall Bracket Assembly & Wall Bracket & Wall Bracket Angle Adjustment (WMB-4050PS)

Only use the components and accessories shipped with the product.
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WALL BRKT-PLATE:1 EA

ASSY -HINGE (LEFT):1 EA
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ASSY -HINGE (RIGHT):1 EA PLASTIC:4EA SCREW:11EA SCREW:4EA SCREW:11EA
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Wall Mount / Vertical Mount (400P / 400Pn / 460P / 460Pn)
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460P / 460Pn Model
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• Contact a technician for installing the wall bracket.
• Samsung Electronics is not responsible for any damages to the product or harm to customers when the installation is done by the customer.
• This product is for installing on cement walls. The product may not stay in place when installed on plaster or wood.

STN-L403TB SP-L460PB/S

Stand & Speaker
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